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PROPOSED CONST. ENTRANCE:

CONFIRM LOCATION WITH

OWNER PRIOR TO BEGINNING

CONSTRUCTION

CD
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LINE TABLE - ARGT Ph. 3

LINE LENGTH BEARING

L25 13.45 S 36°13'51" W

L26 50.79 S 44°54'25" W

L27 96.88 S 29°24'12" W

CURVE TABLE - ARGT Ph. 3

CURVE LENGTH RADIUS

C33 21.71 50.00

C34 54.86 75.00

C35 54.32 298.41

C36 66.50 200.00

C37 22.61 100.59

C38 29.05 50.00

C39 62.59 100.00



2'-0"

EXTENSION

2'-0"

MAINTAIN 2% CROSS SLOPE.OR CROWN,
SEE PLANS FOR LOCATIONS

6"

8" SUBGRADE COMPACT
PER AASHTO T-180 METHOD

 6" VDOT #21A OR B
AGGREGATE BASE MATERIAL

VDOT TYPE 1 WOVEN
GEOTEXTILE FABRIC

ASPHALT PAVING,
VDOT 2" SM-9.5A

EXTEND AGG. BASE
COURSE 2 LF
BEYOUND EDGE OF
PAVEMENT

DRAIN ADJACENT GRADE ACROSS
TRAIL WHERE FIELD CONDITIONS WARRANT
SEED ALL DISTURBED AREAS

SWALE (IF REQ.) - PITCH SLOPE TO DRAIN
2:1 SIDE SLOPE MAX., 6" DEPTH
OR AS SHOWN PER PLAN

1'-0" MIN. TO 2'-0"
MAX. BASE COURSE EXTENSION
BEYOND ASPHALT PAVING
(2'-0" SHOWN)

3/8" ANCHOR BOLT

MOUNT TO CONCRETE BELOW

FINISH GRADE

6" COMPACTED VDOT

#21-A AGGREGATE

COMPACTED SUBGRADE

OR UNDISTRUBED SOIL

ANCHOR BENCH ACCORDING TO

MANUFACTURER'S SPECIFICATIONS

BENCH BASIS OF DESIGN:

RCLF SITE FURNISHINGS, PARK BENCH, 60"

SEE SPEC SECTION 129300 SITE FURNISHINGS

12" CONCRETE FOOTER

3000 PSI

CONCRETE PAVERS

1'

2 1/2" SQ POST

3/4" SQ PICKET

2" NOM.

1. FOOTING WIDTH TO BE 8". MINIMUM DEPTH 18".

FENCE SECTION ELEVATION

2. POST SPACING 95" O.C.

NOTES:

***

RAIL BRACKET FLAT POST TOP

5-1/4"

FORERUNNER RAIL

1-7/16" X 1-1/4"

ALUMINUM POST.

ALUMINUM PICKET.

CTR TO CTR NOM.

+

-

95 " 
1/2"

BASIS OF DESIGN:

MASTER HALCO

ECHELON PLUS FENCE

"MAJESTIC 3-RAIL"

MODEL 15-0110

OPENING SEALED WITH WEATHERPROOF

CAULKING TO MATCH SURFACE

FOOTING: 3000 PSI CONCRETE, TYP.

2 

3

8" CONCRETE UNIT PAVER

1" SAND SETTING BED

6" VDOT 21-A STONE BASE,

COMPACTED

COMPACTED SUBGRADE

GEOTEXTILE FABRIC

PLASTIC EDGING

W/ STAKES

ALL JOINTS SWEPT WITH POLYMERIC SAND

COLOR SELECTED BY LANDSCAPE ARCHITECT

BASIS OF DESIGN:

1. FIELD - CAMBRIDGE, RENAISSANCE, OLDE ENGLISH DESIGN KIT (MED.),

TOFFEE/ONXY

2. EDGE - CAMBRIDGE, RENAISSANCE, OLDE ENGLISH SMALL PAVER,

6-13/16" x 4-1/16", ONYX/CHESTNUT

PATTERNS:

EDGE: DOUBLE SOLDIER COURSE

SAND-SWEPT JOINTS

FIELD: OLDE ENGLISH DESIGN KIT

30

CONTINUOUS

WELDS

LEGS: 2"x4"x1/8 THICK

ALUMINUM TUBING

2"x2" ANGLE IRON

FLANGE WELDED TO

TUBING

4" O.C. TYP.

#4 REBAR

1'-4"

3'

A

B

SIGN PANEL

GRAPHICS PROVIDED

BY OWNER

3000 PSI

CONCRETE

 FOOTING

SIGN AND POST SECTION

POWDERCOAT

ALL METAL

BLACK; FINAL

COLOR

SELECTION BY

OWNER

ALUM. TUBE, 1/8" THICK
3/8" DIA. PAN HEAD RIVETS

FOR FIELD ASSEMBLY OF UNITS
3/16" ALUM. PLATE

FIBERGLASS EMBEDDED
GRAPHIC PANEL

(GRAPHICS BY LANDSCAPE ARCHITECT)
"F" SHAPED MOLDING, 3/16" TK.

(ALUM. SHAPE)

3/16" ALUM. PLATE

1/4" DIA., FH
DRIVE RIVETS "F" SHAPED MOLDING

3/16" THICK ALUM. SHAPE

3/16" ALUM. PLATE

FIBERGLASS EMBEDDED
GRAPHIC PANEL

Section A Section B

ASSEMBLY DETAIL
SCALE: 3/4" = 1'-0"

C

L

6" OF VDOT #21A

OR B AGGREGATE,

COMPACTED

MAINTAIN A 1-2% CROSS-SLOPE OR CROWN

ON TRAIL

MAINTAIN CLEAR ZONE BY

PERIODIC MOWING

VDOT TYPE 1 WOVEN

GEOTEXTILE FABRIC,

CONTINUOUS UNDER

FULL EXTENT OF TRAIL

CLEAR

ZONE

TRAIL TREAD WIDTH
CLEAR

ZONE

COMPACTED OR

UNDISTURBED EARTH

PLASTIC

EDGING W/

STAKES

1" CHAMFER (TYP.)

3'-
8"

2'-
6"

5"
1'-

0"
1'-

0"
1'-

3"

1'-0"

1" CHAMFER (TYP.)

#12 4" WOOD SCREWS (2 TYP.)

FINISHED GRADE
COMPACTED BACKFILL

NOTE: SET END POSTS IN
CONCRETE IN ALL TRAIL
LOCATIONS

(3) 3" DIA. PT WOOD RAILS
2-1/2"x3-1/2" ELONGATED
OPENING TO RECEIVE TAPERED RAIL

3" PT RAIL

TAPERED END (TYP.)

10" DIA. POST HOLE
BACKFILL WITH VDOT #21A
STONE & HAND TAMP
(END POSTS TO BE SET
IN CONCRETE)

FINISHED GRADE

4-6" TYP.

3" x 6" LINE POST W/
3 HOLES

3" x 6" LINE POST W/ 3 HOLES, TYP.

3" x 6" LINE POST

ASPHALT TRAIL

COMPACTED BACKFILL MATERIAL
MIN. 1 FT. COVER OVER PIPE

COMPACTED SUBGRADE
OR UNDISTURBED SOIL

REINFORCED CONCRETE PIPE
SIZED PER PLANS W/
3" MIN. COUNTERSINK (FOR PIPES
24" DIA. OR LESS)

ASPHALT TRAIL

COMPACTED BACKFILL MATERIAL
MIN. 1 FT. COVER OVER PIPE

COMPACTED SUBGRADE
OR UNDISTURBED SOIL

REINFORCED CONCRETE PIPE
SIZED PER PLANS W/
6" MIN. COUNTERSINK (FOR
PIPES GREATER THAN 24" DIA.)

SCALE: 

3

4"=1'-0"

ASPHALT TRAIL SECTION

SCALE: NTS

TRAIL CLEAR ZONES

310 East Main Street, Suite 200
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JLB WRM

SCALE: 

1

2"=1'-0"

CULVERT INSTALLATION - OPEN TRENCH

SCALE: 

1

2"=1'-0"

TYPICAL TRAIL UNDERCUT CONDITION

SCALE: 3/4"=1'-0"

BENCH

SCALE: 

1

2"=1'-0"

DECORATIVE FENCE

SCALE: 3/4"=1'-0"

CONCRETE UNIT PAVERS

INTERPRETIVE SIGN

SCALE: 1/2"=1'-0"

AGGREGATE TRAIL

SCALE: 

1

2"=1'-0"

SPLIT RAIL FENCE

SCALE: 3/8"=1'-0"

CULVERT INSTALLATION - STREAM CROSSINGS

310 East Main Street, Suite 200

Charlottesville, Virginia    www.lpda.net

434 296 2108     Fax 434 296 2109

SCALE: 1/2"=1'-0"



SCALE: NTS

VDOT ES-1 FLARED END SECTION
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310 East Main Street, Suite 200
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434 296 2108     Fax 434 296 2109

SCALE: NTS

VDOT EW-1 END WALL (CAST IN PLACE OPTION)

SCALE: NTS

VDOT EW-1 END WALL (PRE-CAST OPTION)

*DETAIL FOR REFERENCE ONLY.

REFER TO LATEST VDOT

SPECIFICATIONS FOR CURRENT

FLARED END SECTION DETAILS

AND STANDARDS.

*DETAIL FOR REFERENCE ONLY. REFER TO LATEST VDOT SPECIFICATIONS FOR CURRENT END WALL DETAILS

AND STANDARDS.

*DETAIL FOR REFERENCE ONLY. REFER TO LATEST VDOT SPECIFICATIONS FOR CURRENT END WALL DETAILS

AND STANDARDS.
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SCALE: 3/4"=1'-0"

BRIDGE SECTION

SCALE: 1/2"=1'-0"

BRIDGE DECKING & RAIL PLAN

SCALE: 3/4"=1'-0"

TYPICAL BRIDGE ELEVATION (BEAM LENGTHS VARY)



9"

1-3/4"

1-3/8"

7/8
"

o/LC

LC
BEAM

4-1/2" 
TYP.

o/
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SCALE: 3/4"=1'-0"

BRIDGE ABUTMENT DETAIL - SECTION

SCALE: 3/4"=1'-0"

BRIDGE WINGWALL DETAIL- SECTION

SCALE: 1/2"=1'-0"

TYPICAL BRIDGE ABUTMENT DETAIL - PLAN

SCALE: 1/2"=1'-0"

FRAMING PLAN

SCALE: 1-1/2"=1'-0"

SECTION A-A BRACING

SCALE: 1-1/2"=1'-0"

CONNECTION PLATE DETAIL

SCALE: 1-1/2"=1'-0"

BRACING WELDS

SCALE: 3/4"=1'-0"

BEARING ASSEMBLY

SCALE: 3/4"=1'-0"

BEARING DETAIL

SCALE: 1-1/2"=1'-0"

ANCHOR BOLT LAYOUT

SCALE: 1-1/2"=1'-0"

TIMBER ATTACHMENT DETAIL
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SCALE: 1/8"=1'-0"

BRIDGE # 1 (18 LF BEAM LENGTH)

SCALE: 1/8"=1'-0"

BRIDGE # 2 (17 LF BEAM LENGTH)

SCALE: 1/8"=1'-0"

BRIDGE # 3 (20 LF BEAM LENGTH)
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SCALE: 1/4"=1'-0"

WOOD RAMP FRAMING PLAN

SCALE: 3/4"=1'-0"

WOOD RAMP ASSEMBLY

SCALE: 1/2"=1'-0"

HANDRAIL

SCALE: 3/4"=1'-0"

HANDRAIL ASSEMBLY

SCALE: 3/4"=1'-0"

RAMP ENTRANCE LANDING

SCALE: 1/2"=1'-0"

RAMP SECTION

NOTE:

1. RAMP DESIGN & DETAILS SHOWN ON THIS SHEET AND IN

THE CONSTRUCTION PACKAGE ARE FOR REFERENCE ONLY.

CONTRACTOR TO PROVIDE SHOP DRAWINGS &

STRUCTURAL CALCULATIONS FOR ALL RAMP COMPONENTS,

INCLUDING FOOTINGS AND CONNECTIONS. SHOP

DRAWINGS & CALCULATIONS SHALL BE SEALED BY A

STRUCTURAL ENGINEER LICENSED IN THE STATE OF

VIRGINIA AND FAMILIAR WITH CONSTRUCTION OF THIS

TYPE.

2. ALL WOOD COMPONENTS TO BE PRESSURE TREATED

WITH TYPE AND LEVEL OF TREATMENT APPROPRIATE FOR

SPECIFIC USES.

3. ALL FASTENERS AND CONNECTIONS TO BE HOT-DIPPED

GALVANIZED PER ASTM A153.


